
D E S I G N E D  I N  M E L B O U R N E  F O R  A L L  A U S T R A L I A N  H O M E S 

60cm Single 
Dishwasher 
Drawer
MODEL / IDWD60SS

FEATURES
7 place setting capacity
Stainless steel finish
Delay start: 1–24 hours
LED display with button controls
Extra Dry Function
Dry & Fresh Option 
Cutlery basket
Collapsible plate racks
Stainless steel tub

EAN
9349260099128

7 × WASH PROGRAMS
– Auto
– Intensive
– ECO
– Heavy
– Wash & Dry
– Super Fast
– Delicate

NOISE LEVEL
Quiet 47 dBa 

CLEANING
Mark-free stainless steel
Flush, slimline control panel
Easy to remove filter system

ENERGY EFFICIENCY
Energy Rating (MEPS):
3.5 stars
Water Rating (WELS):
4.5 stars 

PRODUCT DIMENSIONS
Packaged (w, d, h mm):
672 × 672 × 485mm
Physical (w, d, h mm):
595 × 570 × 415mm
Width with draw opened:
1070mm
Weight (net/gross):
38.1kg / 43.5kg

SAFETY
Child Lock 

REQUIREMENTS
Supplied with 10 amp plug
Rated Voltage: 
200-240V, 50Hz
Power Rating:
965-1140W
Water Pressure:
0.04-1.00MPa

INSTALLATION
Built-in
Cavity Dimensions (w, d, h mm):
600 × 580 × 415 minimum
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Installation Instructions
Product Dimensions

INSTALLATION INSTRUCTION
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Before Installation

Parts supplied

Ensure that the inner end of 

the tab is protruding by one 

material thickness

Mounting brackets (4)

(for drain hose coupling)

Moisture protection tape (1)Screws (8)

Prepare the cavity

The cavity will need to conform to the dimensions in the diagram.

The water supply and power point for the appliance cannot be in the dishwasher cavity.

Ideally they should be in an adjacent cavity, easily accessed for isolating the product.

An opening to allow the hoses and power cord to exit is required on either side of the 

cavity with the minimum dimensions shown.
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